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TILE FIX SLURRY HW207

Hard Worker Tile Fix Slurry – HW207 is a polymer-modified  
cementitious adhesive used in slurry form for tile-on-screed applications. 
Designed for wet-on-wet installation, it bonds tiles directly over freshly 
laid cementitious screed. The formulation enables faster fixing, stronger 
adhesion, and long-term durability across all tile types.

Specification

Application  
Areas

Surface  
Preparation

Ensure the screed surface is fresh, clean, and free from loose particles. 

Screed should be laid and levelled just before slurry application. 

No curing is needed before HW Tile Fix Slurry application.

Mixing  
Instructions

Add approximately 60 - 70% water by weight to HW Tile Fix Slurry. Mix 
thoroughly to a smooth, lump-free consistency. Use immediately.

Used as a slurry bond coat for fixing tiles directly over fresh screed.

Recommended for internal and external floor tiling applications requiring:

•	 Faster tile installation

•	 High adhesion to fresh cement

•	 Elimination of traditional slurry mix

Application 
Instructions

Pour the prepared slurry over the fresh screed and spread evenly. 

Using a masonry trowel, form a zig-zag pattern over the slurry. 

Place tiles over the slurry-coated screed and gently tap with a rubber 
mallet to achieve full contact.

Use spacers for uniform joint width. Maintain level and alignment using a 
spirit level throughout.

Polymer-modified for enhanced adhesion
Wet-on-wet tile fixing system
No water curing required
Compatible with all tile types
Ideal for residential and commercial floors



Packaging &  
Shelf Life

Available in 20 Kg bags.

Shelf life: 6 months from the date of manufacture in dry, sealed conditions between 
+10°C and +50°C.

Technical  
Support

Toll Free: 1800 202 5700

Email: customercare@ramcocements.co.in

Precautions The product is non-hazardous, but protective gear such as gloves, goggles, and 
masks is recommended during use. In case of eye contact, rinse immediately with 
clean water and seek medical attention if irritation persists.

Technical 
Specification

Property Value

Water Demand 60 – 70%

Flow 300 ± 10 mm

Coverage 3–4 sq. ft. per Kg

Bond Strength (28 days) 0.4 – 0.5 MPa

All values tested under standard lab conditions.

Joint Filling Allow the tile bed to set for at least 24 hours before grouting. 

Clean tile surface and joints of any loose slurry. 

Use HW Cementitious or Epoxy Tile Grout as per site requirement. 

Apply using a rubber float and clean excess grout with a damp sponge before it sets.


